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QUICK, ENERGY SAVING AND AIR TIGHT DOOR | TECHNICAL SPECIFICATIONS

Designed specifically for temperature controlled rooms with both positive and negative temperatures

Curtain made of special insulated material with hidden supported windbars

Heating elements prevents ice formation even during intensive cooling
Self-Supporting construction with anti-crash protection system for bottom profil
Curtain can be produced (optional) from B2 fireproof certificated insulation material

Operating temperature range between +5 'C to -30 'C

Door Type Roll-up

Use Internal / External Door Standard
Door Sizes Max Width 4500 mm
Max Height 4500 mm
Speed Inverter Motion system to adjust different speeds, with
progressive control of acceleration & deceleration during braking
Opening Speed up to 2,0m/s
Closing Speed 0,8 m/s
Security Features EN 13241-1 Standard
Resistance to Wind Load EN 12424 Class 1
Transmission of heat EN 12428 2,40 W/mK
Curtain Insulated Fabric 13.0 mm Standard
Guide Material / Surface Aluminium Anodized Standard
Painting in any RAL color Optional
Shaft / Operator Cover Straight Standard
Operator and Control Connecting Voltage 230V - 1 ph, N
(German brand) Open-Stop-Close Button Standard
Protection Category (Operator / Control) IP54 /1P 65
Emergency-OFF Button Standard
Closing Zone Monitoring Light Grille IP 67 Optional
External Route Monitoring Photocell Standard
Optical safety edge Standard
Door area Monitoring Radar Presence Detector Optional
Induction Loop Optional
Electronic Limit Switch Standard
Emergency Opening Crank Handle Standard
Chain Optional
Standard Curtain Colours = Blue Similar to RAL 5010 = Red Similar to RAL 3002
Yellow Similar to RAL 1018 Grey Similar to RAL 7035
== Orange Similar to RAL 2004 mm Green Similar to RAL 6005

White Similar to RAL 9010 Aluminium grey Similar to RAL 9006




